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FONTANA BASIN CUTTING & MAINTENANCE
FITTED FURNITURE

Do not clean with abrasive detergents, abrasive sponges or wire wool. Although heat-resistant, do not place any 
cigarette ends or boiling hot objects or fluids directly on the surface as it may mark.

Solvents such as acetone or trichloroethylene and other chemicals such as strong acids (e.g. muriatic acid) or strong 
bases (e.g. caustic soda) or very aggressive substances for clearing sink drains, solvents used in wall painting etc. 
must not be used on the surface. Industrial detergents or other products of unknown properties should first be tested on 
an area that is not visible before applying the product to the entire surface.

Certain substances such as ink, cosmetics or dyes may release colouring agents on to the surface and must be 
avoided.

The worksurface should not be used as a chopping board.

HOW TO PREVENT DAMAGE

The preference for cutting the Fontana basin to length is to use a good sharp TCT hand saw.  
This reduces the risk of chipping off particles of the enamel coating 
 
 

If a jig-saw is used, it is recommended to cut approx. 2-3mm away from the line marked and finish 
with a router using a TCT cutter. 

 

If the end is to be exposed it can be polished to an acceptable standard by hand starting with a 
coarse P80 grit sandpaper and progressing through finer grits up to P240 grit and finishing with a 
cream polishing compound (all this is included in our Calypstone Repair Kit 7470.04).
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FONTANA BASIN CUTTING & MAINTENANCE
FITTED FURNITURE

P800 - P1000
GRIT

If the enamel coating thickness has not been breached, scratches, persistent stains or small chips can 
be repaired by polishing the surface first using P800 grit and then P1000 grit sandpaper until  
it is restored.

To restore the original shine or to remove signs of wear or lime deposits, widely available car waxing 
products are recommended, and should be used according to the brand’s original directions.

HOW TO REPAIR DAMAGE

RELATED PRODUCTS

MAINTENANCE KIT
7470.03
Used on Calypstone products for general maintenance 
and polishing.

KIT CONTAINS:
Velcro Backing Pad (with 
drill attachment)
50ml Acrylic Cutting 
Compound A

50ml Acrylic Polishing 
Compound B
2 x Felt Polishing Pads
Micro Fibre Cloth
Instructions

REPAIR KIT
7470.04
Used on Calypstone products to remove deeper 
scratches.

KIT CONTAINS:
Velcro Backing Pad (with 
drill attachment)
50ml Acrylic Cutting 
Compound A
50ml Acrylic Polishing 

Compound B
2 x Felt Polishing Pads
10 x GP20 Ultra-Fine 
Abrasive Disc
Micro Fibre Cloth
Instructions

DISPENSER & NOZZLE SET
3250

JOINTING COMPOUND 50ML
OFF WHITE 3252

DARK GREY 3253

Specially formulated solid surface adhesive which can be 
worked to form an almost seamless Calypstone joint.

The basin and worksurface is quick and easy to maintain. Most kinds of stains, such as light limescale or general 
dirt marks on the surface, can simply be cleaned off using a warm damp cloth or non-abrasive sponge with a 
proprietary non-abrasive detergent. Some suitable non-abrasive liquid or gel detergents include ACE® cream gel, 
CIF® Gel or AJAX®. You can also use denatured ethyl alcohol and descaling products such as Viakal.
Always finish cleaning with a plain warm water rinse.

DAILY CARE


